
PAVEMENT & BASE MATERIAL

PER GEOTECHNICAL DESIGN

INITIAL BACKFILL

UNDISTURBED

SOIL

PAVEMENT SURFACE COURSE

(3" HMAC TYPE "D"  MIN) OR

MATCH EXISTING

INITIAL BACKFILL:

SAND AROUND PIPE COMPACTED PER

SPEC 02320 - UTILITY BACKFILL MATERIALS

SECONDARY BACKFILL:

NATIVE MATERIAL FROM TRENCH PLACED

IN MAXIMUM 8" LOOSE LIFTS, FREE OF

DEBRIS AND STONES LARGER THAN 4".

COMPACTION TO 95% STD PROCTOR

DENSITY (ASTM D 698). PER SPEC 02317

12" MARKING TAPE

14 GA. SOLID DETECTION

WIRE TAPED TO PIPE

VERTICAL

SAWCUT

TACK COAT BETWEEN

EXISTING AND NEW

PAVEMENT

NOTE:

1. PUBLIC WORKS PERMIT REQUIRED FOR ALL STREET

CUTS OR TAPS.

2. SAW CUTS SHALL BE STRAIGHT AND PERPENDICULAR

TO THE FLOW OF TRAFFIC.

3. TACK ALL VERTICAL SURFACES.

5' MIN.

SEE

NOTES
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UNDISTURBED

SOIL

INITIAL BACKFILL:

SAND AROUND PIPE COMPACTED PER

SPEC 02320 - UTILITY BACKFILL MATERIALS

SECONDARY BACKFILL:

NATIVE MATERIAL FROM TRENCH PLACED

IN MAXIMUM 8" LOOSE LIFTS, FREE OF

DEBRIS AND STONES LARGER THAN 4".

COMPACTION TO 95% STD PROCTOR

DENSITY (ASTM D 698). PER SPEC 02317

NATURAL GROUND

PROPOSED GRADE

INITIAL BACKFILL

12" MARKING TAPE

14 GA. SOLID DETECTION

WIRE TAPED TO PIPE

** 85%SUFFICIENT GRASS COVERAGE IS TO BE

ESTABLISHED BEFORE PERMIT EXPIRATION.
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